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Aircraft Manufacturer

PIPER AIRCRAFT CORPORATION
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PA-18
Nationality and Registration Marks 2
ZK-BQV e i
Aircraft Serial Number ‘l
; 18-5546 :E

This Flight Manual applies to the Piper Model PA-18 and PA-19
(Army L-18C) approved under FAA Type Certificate No. 1A2 and is
the Flight Manual referred to on the Airworthiness Certificate.
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This Flight Manual comprises this cover page plus the Airplane
Flight Manual for the Models PA-18 (Commercial) and PA-19
{Military), Piper Report 623 US C.AA. Approved 1 April 1949 at the
latest Revision Status and including any changes required by
Airworthiness Directives, plus any other applicable approved
Supplements. This Flight Manual is a re-issue of AlIR &4 for the
Piper Model PA-18. '

for Director of Civil Aviation
Date of Approval: 10 Movember 2003
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General Information

This Flight Manual shall be carried on board the aircraft on all flights, in
accordance with CAR Part 91 §91.111. It is the responsibility of the pilot in
cammand to be familiar with the contents of this manual and to comply with all
limitations and directions contained therein relating to the operation of the
airgraft, in accardance with CAR Part 91 §91.101(b) and §91.109.

Supplements

Supplements issued by the manufacturer of the aircraft are approved by the
original cerification authority and are included in the FMS Section of this
Flight Manual.

Other Supplements may be approved on an individual basis indicated by a
signature on the front page or on the Supplement Log of Pages or equivalent.
Any such Supplements may be included in the Flight Manual if they are
applicable to the Piper PA-18 and relevant to the actual aircraft configuration.
These Supplements should be manually recorded in the Supplements
incorporated page supplied by the CAA and which should be inserted after the
cover page at the front of the Flight Manual.

The operator must ensure that all approved Supplements applicable to their
particular aircraft are obtained and incorporated in the Flight Manual.

Revisions

The registered owner should ensure that this manual is kept current and all
revisions to the manual are incorporated on receipt. Revisions to the
manufacturer's manual are no longer notified to individual owners by the CAA.
It is therefore the registered owner's responsibility to ensure they are on the
mailing list to receive Revisions promptly. The CAA maintains a list of the
current Revision status of all Flight Manuals and confiration of the status of
any particular manual is available on the CAA website. Details of recent
manufacturer's revisions received by the CAA may also be published on a
regular basic in CAA newsletters.

Performance Group Rating

Ajrcraft with a MTOW of less than 2270 kg are assigned a Ferformance
Group Rating to use the simplified group rating number system for runways,
as listed in NZAIP Flight Guides. This is calculated using Flight Manual data
for MTOW on a level grass runway at |SA conditions (Sea level altitude and
15°C). The PA-18 at a MTOW of 680 kg (1500 |b) for Part 91 operations is
classified as Performance Group Rating 3.

For Air Transport operations the basic Flight Manual data factored by the
requirements in NZCAR Part 135 Subpart D must be used to determine
asrodrome suitability.
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SERIAL NUMBER: 18-5546 NORMAL AND UTILITY
CATEGCRIES
C.A.A. Identification No. ZK -~ BV REVISED DECEMBER 21, 1349

ATRPLANE FLIGHT MANUAL
1. LIMITATIONS

The following limitations must be cbserved in the opesration of this airplane:

Engine Continental C-90-0F or C-30-12F

Engine Limits . For all coperations 21,75 REM 90 HP

Fuel 80 Octane Minimum fviation Gasoline
Propellers Fixed Piteh Wood: T2.0" Mawximum Diameter

T0.5% Minimum DHameter
Static Limits: Maximum 24,00 RPM
Winimum 2100 RE
Fixed PJ.tch Metal (McCauley 1B90):
T1.0" Maximum DMameter
62,5 I nimum Diameter
Static Limits: Maximum 2350 RPM
Wipdmm 2200 RE
Fixed Pitch Metal (Sensenich M76AK-2):
Th.0" Maximum Diameter
T2.5Y Minimum Diameter
Et-a.tir: Limits: Maximum 2350 RRM
Minimum 2200 RPM
Automatie Variable {Koppers F200/00-73):
: T3.0W Maximum DHameter
71.50 Eirairmm Diameter
Low Pitch Setting 12. 5° measured at 2iM
station.
Static RPM at Maximum permissible thrnttlc
setting: MNot Over 2425 RPM
Not Under 2375 RFM
Installation and operation must be ac—
complished in sccordance with Eopper's in-
stallation procedure and operating limi-
tations No. 33
Fower Instruments _ 0il Temperature - Unsafe if indicator
: AT exceeds Red line LFzs“F} Tellow
. Are: Caution (4O"F to 90°F).
Green Arc: Hormal Operating Range
(90°F to. 225°F).













































